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PS19



MagControl Pipe Inspection System

The MagIQ PS19 is a compact, externally applicable scanning system for the inspection of
uncoated, coated or cladded pipes and can reliably detect both internal and external defects
even through coatings. The highly sensitive MagControl eddy current technology with partial
saturation enables fast scans with minimal or no surface preparation.

The latest generation of sensors deliver high-resolution signals and allow precise analysis of
defects, including clear differentiation between the inside and outside as well as between
binding defects, inclusions and laminations. The combination of fast signal processing and
clear defect classification enables reliable results even in high-speed mode.

An integrated magnet system simultaneously provides the necessary holding force and a
360° inspection without external guidance. High-resolution encoders record the exact
position of each abnormality and support precise corrosion mapping along the entire length
of the pipe.

Inspection of Carbon Steel, Duplex or SuperDuplex material 
to wall thickness of ¾” (19mm)

Inspects Pipes, Vessels or structures through up to 10mm external coatings 
and up to 3mm Monel clad

High Probability of Detection (PoD)

Fast scanning for external and internal corrosion mapping
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Features: 

MagIQ PS19
MagControl Pipe Inspection System



     Capabilities

      Dimensions

     Operations

     System

     Software

Smallest callibration defect detection
setup: From 4-6mm diameter at depth
threshold of 10% - 20%WT for far side wall
defects 

Diameter range

Depth threshold for
detection

4" to flat 

InnetiQs MartiQs Software Recorded
inspection data in high-resolution 

MagIQ PS19
MagControl Pipe Inspection System

Specifications:

The MagIQ PS19 is a manual, externally guided pipe scanner
with several high-resolution sensor arrays. It uses high-
frequency eddy current technology with partial magnetisation
for the precise detection and measurement of internal and
external defects.

Typical areas of application are pipes made of carbon or
duplex steel, whether uncoated, coated or cladded. The
scanner can be used flexibly: for convex, concave and flat
surfaces.

With special sensors, the MagIQ PS19 can also inspect flexible
risers above the splash zone and detect corrosion, cracks, wire
breaks or misalignments in the tension armouring.

The scanner can be used immediately without any preparation.
The integrated magnet system ensures a secure hold and
stable guidance, even at a slight distance from the surface.

Operations

Deployment

Standard scan in axial direction
(circumferential direction scan on request)

Manual scan (motor drive on request)

Sensors (MagControl
EC)

Magnetization unit

Electronics

Umbilical

Electromagnet

8 sensors (18,75mm width) in
circumference with 150mm scan width 

Multichannel, MultiFrequency,
MultiMode - EddyVision 3.0 

30 metres extended by a further 30 metres 

Data Aquisition 

Reporting Software

Weight

L x W x H (w/o Handgrips) 

Accuracy

Clad thickness range

Defect detection

Wall thickness range

Coating thickness range

Defect location - 
ID/OD seperation

Up to 3mm (stainless, Monel)

Up to 19 mm (3/4 in) – higher WT on
request

Up to 8 mm (thicker if thinner pipe wall),
flexible risers up to 15 mm total outer
sheath

Defects ≥10% WT wall loss (external or
internal

+/-5–10% of nominal wall thickness

External from internal defects with
external/internal mapping report

18 kg (Scanner only)

427 x 217 x 124 mm 
C-Scan Mapping with differentiation of
external/internal mapping
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L x W x H (with Handgrips) 427 x 292 x 188 mm 

Scan Capability
Scanner can be used externally and internally
(internally only from 20 inch pipe diameter) 
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