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The Cleaning Frame was specially developed for cleaning pipes and flexible risers
with a diameter of 150 to 300 mm. It reliably removes stubborn deposits such as
mussels and barnacles as well as softer types of fouling such as algae and plants. The
system is suitable for standard pipe coating materials such as PE, PU and neoprene
as well as for uncoated steel pipes. 

The cleaning frame is applied mechanically. The cleaning units are easily activated
with a hand-powered hydraulic pump, while a second pump controls the locking
system. An integrated safety mechanism ensures that the frame opens automatically
in the event of a loss of pressure, thus enabling safe recovery. The cleaning frame is
deployed from the deck without an ROV, slides down the riser under its own weight
and cleans as it is pulled up using a winch. Up to nine cleaning units can be switched
on and off individually, and the cleaning heads can be exchanged and adjusted as
required. 

Pipe & Flexible Riser Cleaning 

Applicable from 150mm to 300mm OD (hard and soft deposits) 

Cleans PE, PU, neoprene Risers and Steel Pipes 

Equipements with hand hydraulic pump, failsafe mechanism in case of pressure loss

Used without ROV, contains 9 interchangeable cleaning units 

innetiqs.com

© 2025 InnetiQs GmbH  All rights reserved� ����

Features: 

Cleaning Frame
Pipe & Flexible Riser Cleaning System



      Dimensions

   Features      Capabilities

Cleaning Frame
Pipe & Flexible Riser Cleaning System

Specifications:

The cleaning frame is deployed from the
topside without requiring an ROV and lowers
itself along the vertical riser by its own weight.
Cleaning is performed as the frame is retrieved
using a winch.

Up to nine cleaning units can be activated or
deactivated individually, depending on the
requirements. The cleaning heads are
interchangeable and can be customized with
different modules to suit specific requirements.
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Umbilical Length

Required clearance

Camera Up to 4x Camera + 4x LED

75 m

350mm external space required

Weight in Air  

Length x Diameter

In Air: 83 kg + up to 55 kg
additional weight

947 x 796 mm 

Depth Rating Max. depth 300 m

Current Diameter 150 mm to 300 mm (Outer
Diameter)

Deployment Method
Manual Pump with at least 50 Bar
(no ROV required) 

Weight in Water 
In Air: 49 kg + up to 47 kg
additional weight

Max. allowable Pulling 1000 kgF

Required clearance 350 mm external space required

Power Requirement <500W @ 22V (only with camera)

Cleaning Capabilities
Removes hard marine growth (e.g.
mussels, barnacles) and soft
deposits (algae, plants)

Cleaning Units 9 units; individually switchable,
replaceable, and customizable

Material Compatibility
Compatible with PE, PU, neoprene
flexible risers, and steel pipes

Operation
Manual hydraulic pump to activate cleaning
units; secondary pump for closure system;
failsafe mechanism in case of pressure loss
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